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Mounting instructions OTR tail tidy kit Yamaha XT-660 R/X 
 

Thank you for purchasing our product. To avoid problems during or after the assembly, please follow the instructions 

carefully and perform the modification with care. During the assembly, unless otherwise specified, first tighten all screws 

slightly. Finally tighten the screws after the complete assembly with the tightening torque referring to the workshop manual. 

Regularly check the tightness of the screws and that the attached parts are correctly fitted. 

These instructions only provide a general reference, the presupposed specialized knowledge, faultless work and that 

appropriate consideration is given to the task. If you are uncertain how to perform the assembly, we recommend having it 

done at a specialized repair shop. 

  

Parts list 

1 x fibre plastic tail section:   

short version:  XT-660R (all) 

                         XT-660X ‘04-‘06 

long version:    XT-660X ‘07-                             

 

 
1 x large aluminium bracket 

 2 x small aluminium bracket 

 8 x button head screw M6x16 

 8 x nut M6 

 6 x washer M6 

 

 
4 x spacer 15x15x8.5 

4 x allen screw  M8x40 

4 x washer M8 

1 x LED Tail light  LED 

3 x female connector 

 

 

3 x isolation connector 

3 x male connector 

3 x isolation male connector 

1 x sealing band  (70 cm) 

1 x mounting instructions 

 

 

Please first read the assembly instructions completely, so 

you will be able to make the may required holes and 

modifications for mounting the turn lights, license plate 

holder, etc! The rear lower shell is a custom made product. 

Before painting check the fit, make necessary holes and 

adjust, if necessary, the component. The fibre plastic part 

must be professionally painted with a 2K-paint to prevent the 

surface from damages that may occur, for example, if a 

stone strikes it.  

 

1. Remove the seat and dismantle the entire tail part and 

the tail base, including the turn lights and the license 

plate holder. 

2. Screw the big aluminium holder loose with the rear 

frame (Allen screw M6x16). Fig. 1+2 

3. Fit two small holders on the underside of the front frame 

strut. (Fig. 3) Use the allen screws (M6 x 16) with 

washers and nuts. Do not tighten the screws. Bring the 

plastic tail section into position. Carefully bolt it forward 

with the allen screws M6x16, washers and nuts. Align 

the component. 

4. Mark the drilling point fort he rear bracket from the top, 

unscrew again the front screw connection and drill the 

mounting holes in the part. If you also want to mount a 

licence plate holder, the mount holes shall be made to 

the end of the fibre glass part below the tail /license 

plate light. To find the best mounting position for the 

license plate holder on the rear lower shell, straighten 

and align it. 

 

5. Use the attached sealing band on the back of the battery 

box to close the gap between the fibre plastic part and 

the frame. (Fig. 4) 

6. Now screw the enclosed tail light onto the rear shell, 

license plate light facing downwards. 

 (Fig. 5) 

7. Depending on the design of the tail light, the cable can 

to be laid on the left or right side. Install again the front 

mounting brackets and screw the fibre glass tail section 

at all points. Align again the tail section and tighten all 

screws carefully. Do not over tighten, as the plastic may 

crack!  

 

 

 
Fig. 1 

 

 
Fig. 2 

 

 
Fig. 3 
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8. You can bolt on indicators (not oem parts) on the rear 

end of the shell. To do this, drill two 8mm or 10mm 

holes in the rear end of the component. Mark the 

indicator position when the rear fender is mounted on 

the top. So you will get an aligned look of the turn lights. 

Fig. 7 

9. With 4 allen screws M8x40, washers and enclosed 

spacers move the silencers to the outside. Depending on 

the width of the licence plate, it could be possible to use 

no or larger spacers. 

10. Connection the LED tail light: Remove the cable from the 

original tail light about 15cm in front of the plug from the 

wiring harness. Connect the tail light with the wiring plug 

according to the connection diagram below. 

 

 

    Connection scheme of the wiring:  

                      
 

 

 

Caution: Unfortunately the LED lights are not always 

delivered with the same wire colour combination. In this case 

use a battery to determine where the wiring for the brake 

and the taillight is.  

 

Finally install the rear fender and the hand rails. 

If the rear fender is too high above the LED light, remove the 

rubber pad underneath the rear fender from the frame. 

 

Check all parts carefully! 

Check again after 50km of driving! 

 

 

 

 

 
Fig. 4 
 

 
Fig. 5 
 

 
Fig. 6 
 

 
Fig. 7 

 

 
These instructions are written based on our current state of knowledge. Information is provided without any guarantee as to its accuracy. Subject to technical modifications. 

OFF-THE-ROAD accepts no liability for incorrectly fitted parts and result material damage or personal injury. Check, and if necessary tighten all bolted connections after 50km. 

Standard tightening torques in Nm for bolted connections with strength class 8.8. For special tightening torques refer to your specialist workshop. 

Kabel- 

Baum/ 

Harness 


